
Washington Association of Building Officials
      This construction detail is accepted as meeting the minimum
standard of construction as based upon the 1997 UBC requirements.

DWG BY LGN1 STORY 2'-8" SLAB ON GRADE ALTERNATE BRACED WALL PANEL

2'-8" Min

3X MINIMUM FRAMING 
MEMBER REQUIRED

3/8" PLYWOOD SHEATHING
@ ONE SIDE EDGE NAILING 
8d @ 6" O.C. FIELD NAILING
@ 12" O.C.

APPROVED MANUFACTURED
HOLD DOWN ANCHOR BOLTS

ONE (1) STORY 2'-8" ALTERNATE BRACED 
WALL PANEL DESIGN ON A SLAB FLOOR

HOLD DOWN DEVICE CAPABLE OF 
PROVIDING AN APPROVED UPLIFT
CAPACITY OF NOT LESS THAN
1800 POUNDS AND INSTALLED PER
MANUFACTURER'S INSTALLATION
INSTRUCTIONS (VERIFY THAT HOLD
DOWN MEETS THE REQUIRED UPLIFT
FOR THE THICKNESS OF CONCRETE WALL
PROVIDED. MOST HOLD DOWNS
REQUIRE AN 8 INCH STEM WALL THICKNESS)

PER UBC SECTION 2320.11.4 (1.)

APPROVED HOLD DOWNS INSTALLED PER
MANUFACTURER'S INSTALLATION
INSTRUCTIONS (MAY REQUIRE 8" STEM WALL)

APPROVED CONCRETE
FOOTING/FOUNDATION
REQUIRED

 
 

ROOF FRAMING

 

 

1/2" x 10" ANCHOR BOLTS
W/ 2" x 2" X 3/16" STEEL

PLATE WASHERS
TYPICAL ALL

 

DOUBLE TOP PLATE

8" 16" 8"
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HEADER 

 

TYPICAL WINDOW OR DOOR OPENING


